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LED Lighting, The Green llluminace, Energy Saving

3. Energy Saving & Long Life
LED has 18 times longer life

than CFL
Saving energy at least 50%

Corporate

Vision
To become a strong competitive source for “Next Generation” lighting products that are made in the USA and include a

majority of US made components. Sun Pacific Power Corp will continue to source the most competitively priced

components but will always retain the “Made in the USA” label.

Mission

Provide sustainable lighting solutions to large consumers , via “best in class”LED design and manufacturing.

Business Description

Sun Pacific Power Corp is in the process of ramping up operations to produce 200,000 LED lights per annual.
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LED MR16 Lamps
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Key Features & Benefits Description

e Designed as a direct retrofit to most MR-16 lighting fixtures We are proud to present one of the very first

* 50,000 hours rated life MR-16 LED Lamp Replacements to the market.
* Available in GU5.3, GU10, E26 base. With CREE’s most high-efficiency LEDs and our
e Available in 3000K CCT. Other CCT is also available. cutting-edge optics design, this LED lamp is

e UV, IR and Mercury Free. No lead & RoHS Compliant. verified to replacements of 25W halogen lamp
* Dimmable ( 12volt & 120volt ) with lower power consumption.

® UL LED Model : E95XDF & E95XA-01/03 & E95XDC-01/03.
X means LED module type, it can be 1 or 2 or 3.

e A 3 year lamp warranty.

Product Offering

4w 12v

MR16-E951DF GU5.3 Dimmable
MR16-E952DF AW 12V GU5.3 Dimmable
MR16-E953DF AW 12V GU5.3 Dimmable
MR16-E951DC AW 120V E26 / GU10 Dimmable
MR16-E952DC AW 120V E26 / GU10 Dimmable
MR16-E953DC 4W 120V E26 / GU10 Dimmable
MR16-E951A AW 80-260V E26 / GU10 Non-dimmable
MR16-E952A 4w 80-260V E26 / GU10 Non-dimmable
MR16-E953A AW 80-260V E26 / GU10 Non-dimmable

Application Information

Applications Notes
Tracking lighting * Operating temperature range between -20°C and +40°C (-4°F and +104°F).
Spot lighting e For used in dry indoor only.
Display and cabinet lighting * Not for use where exposed to weather.
Architectural lighting * Not for use in totally enclosed recessed fixtures.
fﬁ‘. Art gallery and museum * Not intended for use with emergency exit fixtures or emergency lights.
' Industrial and commercial area lighting Recommended dimmers

e Lutron: DIVA DV-600P; GLYDER GL-600-WA; CEANA TM CN-600P;
LUMEA LG-600P

LED Spot Lighti s |
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LED MR16 Lamps

Performance Summary

Beam
ngle

E951DF-09-4W4-30S 240Im 3000K GU5.3

E951DC-01-4W4-30S  4W 120V 210lm 52 30° 82 3000K 483 >0.7 E26 YES
E951A-01-4W4-30S 4w 80-260V  210lm 52 30° 82 3000K 483 >0.7 E26 NO
E952DF-09-4W4-30S  4W 12v 215im 54 20° 82 3000K 780 >0.7 GUS.3 YES
E952DC-01-4W4-30S  4W 120V 190im 48 20° 82 3000K 590 >0.7 E26 YES
E952A-01-4W4-30S 4W 80-260V  190Im 48 20° 82 3000K 590 >0.7 E26 NO
E953DF-09-4W4-30S  4W 12v 200lm 50 30° 82 3000K 459 >0.7 GUS.3 YES
E953DC-01-4W4-30S  4W 120V 185lm 46 30° 82 3000K 409 >0.7 E26 YES
E953A-01-4W4-30S 4W 80-260v  185lm 46 30° 82 3000K 409 >0.7 E26 NO

Note:1. All specifications @ 25°C ambient condition. 2.Lumens tolerance is £7%. 3. CCT tolerance is +7%. 4.0ther base is CCT & GU10

Ordering Guide

e lm I o [ m ol s [al s |

Lamp Type: Dimming Voltage: Base type:  Wattage Beam Housing finish
E951: CREE XPE MR16 type: A: 80-260V 09:GUS.3 4w W4: Angle: B: black
E952: CREE MCE MR16 Dimmable c:120v 01:E26 3000-3200K 30° S: silver
E953: CREE XRE MR16 F: 12V AC/DC 04:GU10 C2: 20°

5500-6500K

Energy Saving

Estimated Yearly

Item # Life Wattage Energy Cost Equivalency Energy Saving Yearly
MR16-E951 50,000 hrs 4w $1.93 25W halogen $10.11
MR16 - E952 50,000 hrs 4w $1.93 25W halogen $10.11
MR16 - ES53 50,000 hrs 4w $1.93 25W halogen $10.11

Note: Energy saving based on using one bulb for one year at 12 hours per day rate of 11 € / kwh.

Lamp Dimensions

Diameter M.O.L
Lamp Type Weight(g) | Qty/Carton
I:mm:l (mm]

MR16-E951-12V

MR16-E952-12V 50 44 50 56
MR16-E953-12V 50 44 50 56
MR16-E951-E26 50 72 60 56
MR16-E952-E26 50 72 60 56
MR16-E953-E26 50 72 56 56

02| www sunpacificpower.com
Call Us: +1 (888) 845-0242

LED Multi-lens PAR20 Lamp

Features Description

Designed as a direct retrofit to most PAR20 lighting fixtures. The PAR20 LED SSL replacement lamp provides

* Low power consumption. 7W LED lamp, for replacement of equivalent lighting to 40W Halogen lamp. Our
40W halogen lamp.

® TRUE life: 50,000 hours, based on 12 hrs / day, 11.4years lifespan.

¢ Estimated Yearly Energy Cost $3.37, based on 12 hrs /day, 11 € / kwh

¢ Unique thermal system. With only 54°C of housing temperature.

unique patented thermal design and driver
technology provide equivalent or better lumen
output while consuming only 20% of the most
e Unique optics design creates the best user experience. efficient light sources today. The PAR 20 high
* Excellent color rendering index by using CREE LEDs. power, high efficiency LED design consumes
e UV and IR free,No mercury & no lead, RoHS Compliant. only 7W of electricity.

® UL LED Model: PAR20 & E911XDC-01/03.

e Warranty: 3 year lamp warranty.

Product Offering

Input Voltage Color Temperature Beam Angle

PAR20C-01-7W4-25B 110-120V 3000K

PAR20C-01-7W4-40B W 110-120V 3000K 40° No
E911XDC-01-7W4-25B W 110-120V 3000K 25° Yes
E911XDC-01-7W4-40B W 110-120V 3000K 40° Yes

Application Information

Applications Notes

Residential/ Commercial Lighting Operating temperature range between -20°C and +40°C (-4°F and +104°F).
Hotel, office and restaurant lighting » For used in dry indoor only.

Architectural lighting * Not for use where exposed to weather.

Art gallery and museum * Not for use in totally enclosed recessed fixtures.

Industrial and commercial area lighting » Not intended for use with emergency exit fixtures or emergency lights.

Recommended dimmers
¢ Lutron: DIVA DV-600P; GLYDER GL-600-WA; CEANA TM CN-600P;
LUMEA LG-600P

www.sunpacificpower.com 03
Call Us: +1 (888) 845-0242




LED Multi-lens PAR20 Lamp

Performance Summary

Beam

PAR20C-01-7W4-25B E26 120V 320 Im 3000K 1452 >0.8
PAR20C-01-7W4-40B A NO E26 120V 320Im 46 40° 82 3000K 720 >0.8
E911XDC-01-7W4-25B  7W YES E26 120V 320 Im 46 25° 82 3000K 1452 >0.8
E911XDC-01-7W4-40B  7W YES E26 120V 320 Im 46 40° 82 3000K 720 >0.8

Note:1. All sppcifications @ 25°C ambient condition. 2.Lumens tolerance is +7%. 3. CCT tolerance is +7%.

Ordering Guide

Lamp Type: Voltage: Base type: Wattage Beam Angle:  Housing finish
Multi -lens PAR20 C: 120V 01:E26 7w W4: 25° or 40° B: black
PAR20: Non -dimmable 03:GU24 3000 -3200K S: silver
E911XD: PAR 20 Dimmable C2: 5500 -6500K

[lluminance Cone Diagrams

3000 -3200K /[ 25° 3000 -3200K / 40° 5500 -6500K [ 25° 5500 -6500K/ 40 °

Throw Distance llluminance Illuminance llluminance llluminance
im 1452 lux 720 lux 1757 lux 1070 lux
2m 364 lux 180 lux 440 lux 268 lux
3m 160 lux 81 lux 197 lux 119 lux

Energy Saving

Estimated Yearly Energy Cost Equivalency Energy Saving Yearly

PAR20 50,000 hrs $3.37 40W halogen $15.9

Note: Energy saving based on using one bulb for one year at 12 hours per day rate of 11 € / kwh.

Lamp Dimensions

A /Diameter .0. Weight
Lamp Type Qty/Carton
(mm) (8) B
PAR20 E26 160 48
PAR20 GU24 63 77 150 48

www.sunpacificpower.com
Call Us: +1 (888) 845-0242

LED Multi-lens PAR30 Lamp

Features Description

Designed as a direct retrofit to most PAR30 lighting fixtures. The PAR 30 was designed to accommodate

® Low power consumption. 13W LED lamp, for replacement of most recessed down lights. Our patented
70W halogen lamp.

* TRUE life: 50,000 hours, based on 12 hrs / day, 11.4years lifespan.

* Estimated Yearly Energy Cost $6.26, based on 12 hrs /day, 11 € / kwh

e Unique thermal system. With only 54°C of housing temperature.

thermal design allows this LED SSL lamp to run
at 13W, with lumen output that is equivalent to
a 70W Halogen lamp. With over 640 lumen of
light output, our PAR 30 is extremely suited for

¢ Unique optics design creates the best user experience.
* Excellent color rendering index by using CREE LEDs. retail, commercial and industrial lighting.
e UV and IR free,No mercury & no lead, RoHS Compliant.

e UL LED Model: PAR30 & E921XDC-01/03.

e Warranty: 3 year lamp warranty.

Product Offering

Input Voltage Color Temperature Beam ﬂnble

PAR30C-01-13W4-25B 110-120V 3000K

PAR30C-01-13W4-40B 13W 110-120V 3000K 40° No
E921XDC-01-13W4-25B 13W 110-120V 3000K 257 Yes
E921XDC-01-13W4-40B 13W 110-120V 3000K 40° Yes

Application Information

Applications Notes

Residential/ Commercial Lighting Operating temperature range between -20°C and +40°C (-4°F and +104°F).
Hotel, office and restaurant lighting e For used in dry indoor only.

Architectural lighting * Not for use where exposed to weather.

Art gallery and museum * Not for use in totally enclosed recessed fixtures.
Industrial and commercial area lighting * Not intended for use with emergency exit fixtures or emergency lights.
Recommended dimmers

¢ Lutron: DIVA DV-600P; GLYDER GL-600-WA; CEANA TM CN-600P; LUMEA LG-600P

www.sunpacificpower.com
Call Us: +1 (888) 845-0242




LED Multi-lens PAR30 Lamp

Ordering information

Beam

PAR30C-01-13W4-25B E26 120V 555Im 3000K 2527 >0.8
PAR30C-01-13W4-40B  13W NO E26 120V 555Im 43 40° 75 3000K 880 >0.8
E921XDC-01-13W4-25B  13W YES E26 120V 555Im 43 25° 82 3000K 2527 >0.8
E921XDC-01-13W4-40B  13W YES E26 120V 555 Im 43 40° 75 3000K 880 >0.8

Note:1. All sppcifications @ 25°C ambient condition. 2.Lumens tolerance is +7%. 3. CCT tolerance is +7%.

Ordering  Guide

Lamp Type: Voltage: Base type: Wattage Beam Angle:  Housing finish
Multi-lens PAR30 C: 120V 01:E26 13W 'W4: 3000-3200K 25° or 40° B: black
PAR30: Non-dimmable 03:GuU24 C2: 5500-6500K S: silver

E921XD: PAR 30 Dimmable
Note:1.0ther optional voltage is 90~290V, 2.0ther CCT & GU24 base are available. 3.0ther Beam Angle is 60° or 80°4. Long Neck is available

[lluminance Cone Diagrams

3000 -3200K /[ 25° 3000 -3200K / 40° 5500 -6500K [ 25° 5500 -6500K/ 40 °

Throw Distance llluminance llluminance Illuminance lluminance
im 2528 lux 879 lux 3257 lux 1470 lux
2m 632 lux 221 lux 815 lux 368 lux
3m 280 lux 98 lux 362 lux 162 lux

Energy Saving

Estimated Yearly Energy Cost Equivalency Energy Saving Yearly

PAR30 50,000 hrs 13w $6.26 70W halogen $27.46

Note: Energy saving based on using one bulb for one year at 12 hours per day rate of 11 € / kwh.

Lamp Dimensions

D

ol

A /Diameter .0. Weight

Lamp Type Qty/Carton i s
(mm) (g) E \ [ 7 2 % ’x il

PAR30 E26 280 24 S 7 : 7

PAR30 GU24 94 99 300 24 | e | Emi

www.sunpacificpower.com
Call Us: +1 (888) 845-0242

LED Multi-lens PAR38 Lamp

Features Description

Designed as a direct retrofit to most PAR38 lighting fixtures. The PAR 38 was designed to accommodate

® Low power consumption. 17W LED lamp, for replacement of most recessed down lights. Our patented
90W halogen lamp.

* TRUE life: 50,000 hours, based on 12 hrs / day, 11.4years lifespan.

e Estimated Yearly Energy Cost $8.2, based on 12 hrs / day, 11 € / kwh

¢ Unique thermal system. With only 55°C of housing temperature.

thermal design allows this LED SSL lamp to run
at 17W, with lumen output that is equivalent to
a 90W Halogen lamp. With over 950 lumen of
light output, our PAR 38 is extremely suited for

¢ Unique optics design creates the best user experience.
* Excellent color rendering index by using CREE LEDs. retail, commercial and industrial lighting.
e UV and IR free,No mercury & no lead, RoHS Compliant.

e UL LED Model: PAR38 & E921XDC-01/03

e Warranty: 3 year lamp warranty.

Product Offering

Input Voltage Color Temperature Beam ﬂnble

PAR38C-01-17W4-25B 110-120V 3000K

PAR38C-01-17W4-40B 17W 110-120V 3000K 40° No
E931XDC-01-17W4-25B 17W 110-120V 3000K 257 Yes
E931XDC-01-17W4-40B 17W 110-120V 3000K 40° Yes

Application Information

Applications Notes

Residential/ Commercial Lighting Operating temperature range between -20°C and +40°C (-4°F and +104°F).
Hotel, office and restaurant lighting e For used in dry indoor only.

Architectural lighting * Not for use where exposed to weather.

Art gallery and museum * Not for use in totally enclosed recessed fixtures.
Industrial and commercial area lighting * Not intended for use with emergency exit fixtures or emergency lights.
Recommended dimmers

¢ Lutron: DIVA DV-600P; GLYDER GL-600-WA; CEANA TM CN-600P; LUMEA LG-600P

www.sunpacificpower.com
Call Us: +1 (888) 845-0242




LED Multi-lens PAR38 Lamp

Tube Series

Ordering information

Beam

PAR38C-01-17W4-25B 120V 760 Im 3000K 3274 >0.8
PAR38C-01-17W4-40B  17W NO E26 120V 760 Im 45 40° 82 3000K 1450 >0.8
E931XDC-01-17W4-25B  17W YES E26 120V 760 Im 45 25° 82 3000K 3274 >0.8
E931XDC-01-17W4-40B  17W YES E26 120V 760 Im 45 40° 82 3000K 1450 >0.8

Note:1. All sppcifications @ 25°C ambient condition. 2.Lumens tolerance is £7%. 3. CCT tolerance is £7%.

Ordering Guide

Lamp Type: Voltage: Base type: Wattage CEE Beam Angle:  Housing finish
Multi-lens PAR38 C: 120V 01:E26 17W W4: 3000-3200K 25° or 40° B: black
PAR38: Non-dimmable 03:GU24 C2: 5500-6500K

S: silver
E931XD: PAR 38 Dimmable

Note:1.0ptional voltage is 90~290V, 2.0ther CCT is available from 2600~7000K. 3.0ther Beam Angle is 60° or 80°. 4. GU24 base available.

[lluminance Cone Diagrams

' B
=

Throw Distance llluminance llluminance Illuminance llluminance .

1m 3273 lux 1458 lux 5155 lux 2999 lux

2m 818 lux 365 lux 1290 lux 748 lux

3m 361 lux 163 lux 570 lux 333 lux

Energy Saving

m Wattage typ | Estimated Yearly Energy Cost Equivalency Energy Saving Yearly

PAR38 50,000 hrs 17w $8.19 90W halogen $35.17

Note: Energy saving based on using one bulb for one year at 12 hours per day rate of 11 € / kwh.

Lamp Dimensions

A /Diameter .0. Weight
Lamp Type Qty/Carton
(mm) () 8 | °
PAR38 E26 120 139 620 12 c
PAR38 GU24 120 126 473 12 ‘
_D_

www.sunpacificpower.com
Call Us: +1 (888) 845-0242




0.6M T8-8W LED TUBE

Specification

Item code

SL-T82X08-120-X

Description

Product picture

1.2M T8-15W LED TUBE

Specification

Dimension
LED Type
LED Qty
Housing
Material

Luminous (LM )

Luminous
Efficiency

Input Voltage(AC)
Working Voltage(DC)
End Cap
Color
Temperature
Package

mm 600*28
TaiWan chip SMD3528
pcs 120
Aluminium+PC cover
Transparent 750-800
Striped 700-750
Frosted 650-700
LM/W 100-110
v AC100-277V
v DC36-DC40
G13 Rotatable

ww:3000-3500k 4000-4500k pw:5000-5500k cw:>6000k

Carton Size:670*220*220mm

0.6M T8-10W LED TUBE

Specification

Item code
Dimension
LED Type

LED Qty
Housing
Material

Luminous (LM )

Luminous
Efficiency

Input Voltage({AC)

Working Voltage(DC)

End Cap
Color
Temperature

Package

SL-T82X10-168-X

mm 600*28
TaiWan chip SMD3528
pcs 168

Aluminium+PC cover

Transparent 1000-1100
striped | 900-1000
Frosted 800-900
LM/W 100-110

v I AC100-277V
v I DC36-DC40
G13 Rotatable

ww:3000-3500k 4000-4500k pw:5000-5500k cw:>6000k

Viewing Angle
Color Index

Power Factor

LED forwarder
Current

Luminous Flux
(5000-5500K)

Environment
Temperature

Environment
Humidity
Lifespan

Warranty

Degree 120
Ra - 70-75
PF >0.85
mA 17-18
im I 277
M 85
L] | _44
T -20~+50
; ' <95%
Hrs | 30000
Years | 3~5

25pcs/carton  Weight:7.8kg

Description

Viewing Angle
Color Index

Power Factor

LED forwarder
Current

Luminous Flux
(5000-5500K)

Environment
Temperature

Environment
Humidity
Lifespan

Warranty

T8-10W LED TUBE

Degree 120
Ra - 70-75
PF | >0.85

mA 17-18
im I 369
M 113
L | 59
i -20~+50
, ' <95%
Hrs . 30000
Years | 3~5

Carton Size:670*220*220mm 25pcs/carton  Weight:7.8kg

www.sunpacificpower.com
Call Us: +1 (888) 845-0242
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Product picture

Lignt Distribution Curve{ cd)
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Item code SL-T84X15-264-X Description LED TUBE
Dimension mm 1200%28 Viewing Angle Degree 120
LED Type TaiWan chip SMD3528 Color Index Ra 70-75
LED Qty pcs 264 Power Factor PF >0.95
i | | ! .
SRk Aluminium+PC cover LED forwarder mA 17-18
Material | | Current |
Transparent 1500-1600 im 470
) i o Luminous Flux i
Luminous (LM ) | ipe 1400-1500 (5000-5500K) 2M | 163
Frosted 1300-1400 ELY) 88
Luminous Environment
Efficiency | LM/w 100-110 Temperature 3 -20~+50 ——_
. . . | )
Input Voltage(AC) v AC100-277V Environment / <95% I
| Humidity | | Lo i o
Working Voltage(DC) v DC36-DC40 Lifespan Hrs 30000 )r."f \
End Cap G13 Rotatable Warranty Years 3~5 i ::x'\ =
Lolor ww:3000-3500k 4000-4500k pw:5000-5500k cw:>6000k \
Temperature | j w= —_———
Package Carton Size:1290%220*220mm,25pcs/carton Weight:14kg T e

1.2M T8-18W LED TUBE

Specification

Item code SL-T84X18-300-X Description T8-18W LED TUBE Product picture
Dimension mm 1200*28 Viewing Angle Degree 120 Light Distribution Curve{ cd)
LED Type TaiWan chip SMD3528 Color Index Ra 70-75 +180°
LED Qty pcs 300 Power Factor PF >0.95
Housing | i LED forwarder [
Material Alum:nlur:tH-PC cover Curvent mA | 17-18
Transparent 1800-1900 1M 564
) I X i Luminous Flux
Luminous (LM ) Striped 1700-1800 (5000-5500K) 2m 196
Frosted 1600-1700 M 104
Luminous Environment [rpe——
Efficiency | W | 100110 Temperature € _ -207+50 A
Environment <95% L
Input Voltage(AC) _ v AC100-277V Himiciity / . . \\ .
Working Voltage(DC) v DC36-DC40 Lifespan Hrs 30000 Zf 'u.\
End Cap G13 Rotatable Warranty Years 3~5 = ."(n_ == e
Color | ; : : ; . ] \
Temperature . ww:3000-3500k 4000-4500k pw:5000-5500k cw:>6000k | ‘::: }i:_ — ——
Package Carton Size:1290*220%*220mm,25pcs/carton Weight:14kg et 20 -

www.sunpacificpower.com
Call Us: +1 (888) 845-0242




1.5M T8-20W LED TUBE

LED TUBE
120

Specification
Item code
Dimension mm 1500*28 Viewing Angle Degree
LED Type TaiWan chip SMD3528 Color Index Ra 70-75
i
LED Qty pcs 360 Power Factor PF >0.95
Housing o LED forwarder
, Material AlumlmurrﬁPC cover Civrant mA 17-18
| Transparent 2100-2200 im 606
3 ST Luminous Flux
Luminous (LM } ripe 1900-2000 (5000-5500K) 2M 225
| Frosted 1800-1900 3m 125
Luminous Environment
A -20~+50
Efficiency | Lm/w 100-110 Temperature €
Input Voltage(AC) v AC100-277V Environment / <95%
! Humidity |
| Working Voltage(DC) v DC36-DC40 Lifespan Hrs 30000
End Cap G13 | Rotatable Warranty | Years 3~5
Color ww:3000-3500k 4000-4500k pw:5000-5500k cw:>6000k
Temperature
Carton Size:1590*220*220mm,25pcs/carton Weight:17.5kg

Package

1.5M T8-22W LED TUBE

T8-22W LED TUBE

Specification
Item code SL-T85X22-408-X Description
Dimension mm 1500%28 Viewing Angle Degree
LED Type TaiWan chip SMD3528 Color Index Ra
LED Qty pcs 408 Power Factor PF
Housing . LED forwarder
Material Aluminium+PC cover Cuifent mA
Transparent 2400-2500 1M
. prev Luminous Flux
Luminous (LM ) ripe 2200-2300 (5000-5500K) 2M
Frosted 2100-2200 ELY
Luminous Environment
Efficiency Lw/w 100-110 Temperature | i
Input Voltage(AC) v AC100-277V Environment /
I Humidity
Working Voltage(DC) | v DC36-DC40 Lifespan Hrs
End Cap G13 Rotatable Warranty | Years
Goloe ww:3000-3500k 4000-4500k pw:5000-5500k cw:>6000k
Temperature

Package Carton Size:1590*220%*220mm,25pcs/carton Weight:17.5kg

www.sunpacificpower.com
Call Us: +1 (888) 845-0242
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Bulb Series 2w

W Basic Parameters

1 B Application
® The light source of desk lamp crystal lamp and
- ceiling lamp
@ The light source of hallway lamp, showcase lighting

® Commercial and residential applications

FH-SP-G45X030-01B Unit
Light Color Warm, Cool —
Lamp Holder E26 / E27 =
Beam Angle 150 deg
Dimmer No =
Protection Grade P20 —
Operaling Temperature -10~40 185
Life Span 30,000 H
Net Weight 150 g

Dimmer model need additional transformer

B Advantages
® Aluminum alloy external housing ;
Good heat dissipation

@ UV free and without thermal radiation

@® Comply to the requirements of RoHS

www.sunpacificpower.com
Call Us: +1 (888) 845-0242

@® Soft lighting, high color

® Energy saving & environmental Bl
rendering index

friendly,Hight light efficiency

® Easyfouse, easy toinstall ® | ong life span

Bulb Series 2w

B Dimension Drawing

Unit:mm 45.00 45.00
45.00 \ \

o o

o Q

o <}

o o)}

14.00

Base: E27 Base: E14

B Optical Characteristics (Ta=25TC )

Model No. CCT(K) Luminous Flux (Im)
= [T5) 8 100
FH-SP-G45X030-01B L
6530+ 510K 120

B Electrical Characteristics (Ta=25T )

(G
80
80

Replace Watt

10
10

AC 220/ 240V

FH-SP-G45X030-01B 1.8W

3.0m

230 1368cm|

Haight llluminance Diameter

LED Color: Warm White
Beam angle : 150 Deg

www.sunpacificpower.com
Call Us: +1 (888) 845-0242
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Bulb Series 4w Bulb Series 4W

M Dimension Drawing

—
——
Unit:mm
P
Cf" _60.00
/ —
) iy
0\’ B Application 1
\ @® The light source of desk lamp crystal lamp and \_/
ceiling lamp

® The light source of hallway lamp, showcase lighting

e ® Commercial and residential applications
B Optical Characteristics (Ta=25TC )
B Basic Parameters Model No. CCT (K) Luminous Flux (Im) (Ra) Replace Watt
3045+ 175K 220 80 18
_op- 2 - FH-SP-G60X03-01B
Light Color Warm, Cool S
Lamp Holder E26 /| E27 —
Beam Angle 150 deg
Dimmer No - W Electrical Characteristics (Ta=25C )
Protection Grade IP20 —
S e - Model No. Input Vottage
Ipe FH-SP-G45X030-01B 4W AC 220/ 240V
Life Span 30,000 H
Net Weight 150 g

Dimmer model need additional transformer

B ENERGY SAVING CALCULATION

5W replaces40W incandescent lamp,35W saved each /\
B Advantages o 0-8m 17T B
& Bofiihtis e 6o 24hours a day,365 days a year, total annual working time:8760 hours fom D i
; iney - ® Energy saving & environmental oft lighting, high color 5y : =
® g]gg;;”hén;taélggigﬁimal housing ; friendly, Hight light efficiency rendering index 307kwh and 242kg C02 emissions saved each year [

4-8 replacements reduced

® UV free and without thermal radiation ® Easytouse, easy toinstall @ |ong life span —
Helght llluminance Diameter
® Comply to the requirements of RoHS LED Color: Fura Whita
Beam angle : 185 Deg
1 6 www.sunpacificpower.com www.sunpacificpower.com 17
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Bulb Series 7W

W Basic Parameters

W Application

@® The light source of desk lamp crystal lamp and
ceiling lamp

@® The light source of hallway lamp, showcase lighting

® Commercial and residential applications

FH-SP-GB60X06-01B Unit
Light Color Warm, Cool T
Lamp Holder E26 / E27 -
Beam Angle 150 deg
Dimmer No —
Protection Grade IP20 s
Operating Temperature -10~40 C
Life Span 30,000 H
Net Weight 150 g

Dimmer model need additional transformer

B Advantages
@ Aluminum alloy external housing ;
Good heat dissipation

@® UV free and without thermal radiation

® Comply to the requirements of RoHS

18 www.sunpacificpower.com
Call Us: +1 (888) 845-0242

@® Soft lighting, high color

® Energy saving & environmental nting
rendering index

friendly,Hight light efficiency

® Easy touse, easy toinstall ® | ong life span

Bulb Series 7W

B Dimension Drawing

Unit:mm

BASE: GU10 BASE: E27

B Optical Characteristics (Ta=25T )

(Ra)

Replace Watt

Model No. CCT(K) Luminous Flux (Im)
= [T5) 8 450
FH-SP-G60X06-01B L :
6530+ 510K 500

B Electrical Characteristics (Ta=25TC )

80
80

40
40

AC 220/ 240V

FH-SP-GB60X06-01B W

B ENERGY SAVING CALCULATION

7W replaces 60W incandescent lamp,53W saved each

24hours a day,365 days a year, total annual working time:8760 hours
464kwh and 367kg C02 emissions saved each year

4-8 replacements reduced

0.5m A

3221

Bllx

279cm

558cm

2.0m

B83Becm

2010x

30m o

1115em

1672em|

Height llluminance

LED Color: Pure White
Beam angle : 140 Deg

www.sunpacificpower.com
Call Us: +1 (888) 845-0242
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Bulb Series 9w Bulb Series 9w

B Dimension Drawing

Unit:mm

B Application

@ The light source of desk lamp crystal lamp and
ceiling lamp

BASE: GU10 BASE: E27
@ The light source of hallway lamp, showcase lighting

® Commercial and residential applications ) o
B Optical Characteristics (Ta=25T )

B Basic Parameters Model No. CCT (K) Luminous Flux (Im) (Ra) Replace Watt
EH-SP-GR0X00-015 3045+ 175K 650 80 60
Light Color Warm, Cool —
Lamp Holder E26 / E27/ GU10 —
Beam Angle 1580 deg
Dimmer No - B Electrical Characteristics (Ta=25C )
Protection Grade IP20 ==
erating Temperature 0=
REEING 1emp FH-SP-G60X09-018 ow AC 220 / 240V
Life Span 30,000 H
Net Weight 150 g
Dimmer model need additional transformer
B Advantages
= 4 5 0.5m
® Aluminum a"oy external hOUSiﬂg : [ ] Energy Saving & environmental @® Soft ||glht|n.g, h|gh color i 527 Ix 279cm
Good heat dissipation friendly,Hight light efficiency rendering index [ -
e ,‘:\ Bagem
2.0m e Ti15em
® UV free and without thermal radiation ® Easy touse, easy toinstall @® | ong life span
20m 1672cm
@ Comply to the reguirements of RoHS Hogni=tlluminancs Dismetr
LED Color; Pure White
Beam angle : 140 Deg
20 www.sunpacificpower.com www.sunpacificpower.com

Call Us: +1 (888) 845-0242 Call Us: +1 (888) 845-0242




Features

Easy replacement for 15-25 watt traditional candelabra.
* Low cost operation: 85% electricity savings compared to incandescent
e Maintenance free — long life operation.

e Unique thermal system.

* Unique optics design with three international patents.
e Excellent color rendering. CRI-82 with warm white.

e UV and IR free,No mercury. No lead & RoHS Compliant.
e Warranty: 3 year lamp warranty.

e Dimmable.

Product Offering

E250DC-10-2W2-3005 110-120V 2700K

E250DC-10-2C1-300S 2W 110-120V 5000K No
E251DC-10-4W2-3005 4w 110-120V 2700K Yes
E251DC-10-4C1-300S 4w 110-120V 5000K Yes

Application Information

Applications Notes

Chandeliers * Operating temperature range between -20°C and +40°C (-4°F and +104°F).
Wall sconces e For used in dry indoor only.

Ceiling lamps * Not for use where exposed to weather.

e Not for use in totally enclosed recessed fixtures.

* Not intended for use with emergency exit fixtures or emergency lights.
Recommended dimmers

¢ Lutron: DIVA DV-600P; NOVQT NT-600; CEANA TM CN-600P; LUMEA LG-600P

www.sunpacificpower.com
Call Us: +1 (888) 845-0242




LED Dimmable Candelabra

Ordering information

Beam

E250DC-10-2W2-300S 120V 85Im 2700K >0.8
E250DC-10-2C1-300S  2W YES E12 120V 120Im 60 25" 75 5000K YES >0.8
E251DC-10-4W2-300S  4W YES E12 120V 180m 45 40° >80 2700K YES >0.8
E251DC-10-4C1-300S  4W YES E12 120V 250Im 62 40° >70 5000K YES >0.8

Note:1. All sppcifications @ 25°C ambient condition. 2.Lumens tolerance is +7%. 3. CCT tolerance is £7%.

Ordering Guide

EE= N NI IS I Y I N T

Lamp Type Dimming:  Voltage Base Wattage Beam Angle  Silver

E250: 2Watts Candelabra Dimmable  A: 80-260V 10: E12 2W W2:2700-2800K  300° Housing

E251: 4Watts Candelabra B: 220-240V 15: E14 aw C2: 5500-6500K Finish
C:110-120V

Note:Other CCT is available from 2600~7000K.

Energy Saving

Wattage typ | Estimated Yearly Energy Cost Equivalency Energy Saving Yearly

E250 50,000 hrs $0.96 15W halogen $6.25
E251 50,000 hrs 4w $1.93 25W halogen $10.10

Note: Energy saving based on using one bulb for one year at 12 hours per day rate of 11 € / kwh.

Lamp Dimensions

.0. Diameter .
Lamp Type Bulb Shape (mm) Weight(g) Qty/Carton
mm
E250 2W Blunt Tip LHEL 46 40
E250 2W Flame Tip 315 47 40
E251 4W Blunt Tip 315 53 40

E251 4W Flame Tip ' 315 54 40

. . Flame Tip
Blunt Tip Twisted Tip




LED Dimmable Down Light LED Dimmable Down Light

Ordering information

\ N IR R
g 14 E865DC-01-08C2-50I 4" 110-120VAC 5500-6500K 570 Im 0.93 48°C
‘;: 'J 4 E866DC-01-11C2-50I 6" 11w 110-120VAC 5500-6500K 780 Im 50° 75 0.93 48°C
_ = E865DC-01-08W4-501 4" 8W 110-120VAC 3000-3200K 420Im 50° 82 0.93 48°C
- j\ E866DC-01-11W4-501 6" 11w 110-120VAC 3000-3200K 600Im 50° 82 0.93 48°C
Note: All speqifications @ 25°C ambient condition.
Features Description ) )
Designed as a direct retrofit to most 4” / 6” down light. The PAR 38 was designed to accommodate Oeraring Guide
» High energy efficiency, reach 70lm/W with CREE LEDs. Save most recessed down lights. Our patented
85% energy than the traditional down light. thermal design allows this LED SSL lamp to run Throw. Distance i e e Niminenee
* Long life. 50,000 hours rated life to 70% of initial light output. at 17W, with lumen output that is equivalent to - 330lux 400lux 540lux 800lux
* Unique thermal system. It’s effective to keep LED junction a 90W Halogen lamp. With over 950 lumen of 2m 90lux 110lux 140lux 210lux
temperature below 90°C, with only 48°C of housing temperature. light output, our PAR 38 is extremely suited for s 50lux 60lux 70lux 110lux
e Unique optics design creates the best user experience. retail, commercial and industrial lighting.
* Excellent color rendering. CRI- 82 with warm white and neutral white.
* RoHS compliant.
* UV and IR free Dimension

E865 89.2
E866 6" 150

190 103.5 95 95
E865DC-01-08W4-50I 4 inches 110-120VAC
E865DC-01-08C2-501 4 inches 8w 110-120VAC
E866DC-01-11W4-50I 6 inches 11W 110-120VAC
E866DC-01-11C2-501 6 inches 11w 110-120VAC

Packaging Information

* 50 degree full beam angle

Gross Weight Net Weight
* Housing finish: beige white Lamp Type Dimension (cm) (ke) (ke) Qty/Carton
® E26 base
E865 4" 48x32x31 ; : 12
ES66 6" 63 x 42 x 42 12.5 11.0 12
Application Information
Applications Notes
Residential/ Commercial Lighting * Operating temperature range between -20°C and +40°C (-4°F and +104°F). v
Hotel, office and restaurant lighting » For used in dry indoor only. I
Architectural lighting * Not for use where exposed to weather. =t
Art gallery and museum * Not for use in totally enclosed recessed fixtures. /
Industrial and commercial area lighting ® Not intended for use with emergency exit fixtures or emergency lights. / K
Recommended dimmers ' HWE
¢ Lutron: DIVA DV-600P; GLYDER GL-600-WA; CEANA TM CN-600P; LUMEA | e E
LG-600P E866

26 www.sunpacificpower.com www.sunpacificpower.com
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